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(54) Title: ABSORBENT SANITARY PRODUCT 



(54) Bezeichnung: ABSORBIERENDER HYGIENEARTIKEL 



(57) Abstract: The invention relates to a disposable absorbent sanitary prod- 
uct for absorbing bodily fluids, such as nappies, incontinence pads, sanitary 
towels or panty liners. Said product comprises a top sheet, at least sections of 
which are permeable to liquid, a bottom sheet, at least sections of which are 
liquid-tight and an absorbent body that is situated between the top sheet and 
the bottom sheet. According to the invention, the absorbent body comprises a 
first storage layer (20, 26, 30) for permanently storing bodily fluids, said layer 
containing 5-30 wt. % hydrophilic melt-blown microfibres (22), 70-95 wt. % 
particulate super-absorbent material (24) and optionally a maximum 10 wt. % 
particulate or fibrous component. The substance weight of the melt-blown mi- 
crofibres (22) is 625 g/m 2 and said micro-fibres (22) are interconnected in a 
wet-fast manner by a plurality of melt bonds, in such a way that the melt-blown 
micro-fibres (22) form a dense, three-dimensional network that surrounds and 
immobilises the particulate super-absorbent material (24). No melt bonds, (or very few of the latter), are provided between the 
melt-blown microfibres (22) and the particulate super-absorbent material (24), in such a way that the storage layer (20, 26, 28) has 
a wet-fastness of at least 40 % of the dry strength, measured in the direction of the machine. 
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(57) Zusammenfassung: Die Erfindung betriftt einen Korperflussigkeiten absorbierenden Hygieneartikel zur einmaligen Anwen- 
dung, wie Windel, Inkontinenzvorlage, Damenbinde oder Slipeinlage, umfassend ein zumindest bereichsweise flussigkeitsdurchlas- 
siges Deckblatt ein zumindest bereichsweise flussigkeitsdichtes Riickenblatt und einen zwischen Deck- und Ruckenblatt angeord- 
neten Saugkorper, wobei der Saugkorper eine der dauerhaften Speicherung von Korperflussigkeit dienende erste Speicherschicht 
(20, 26, 30) umfasst, welche zu 5-30 Gew.-% hydrophilisierte schmelzgeblasene Mikrofasern (22), zu 70-95 Gew.-% partikelformi- 
ges superabsorbierendes Material (24) und gegebenenfalls bis zu hochstens 10 Gew.-% einer weiteren partikel- oder faserformigen 
Komponente aufweist, wobei das Flachengewicht der schmelzgeblasenen.Mikrofasern (22) 625 g/m 2 betragt, wobei die schmelz- 
geblasenen Mikrofasern (22) untereinander durch eine Vielzahl von Schmelzbindungen nassfest verbunden sind, derart, dass die 
schmelzgeblasenen Mikrofasern (22) ein dichtes, das partikelformige superabsorbierende Material (24) umschliessendes und im- 
mobilisierendes und dreidimensionales Netzwerk bilden, und wobei zwischen den schmelzgeblasenen Mikrofasern (22) und dem 
partikel formi gen superabsorbierenden Material (24) keine oder nur in geringem Ausmass Schmelzbindungen vorgesehen sind, der- 
art, dass die Speicherschicht (20, 26, 28) eine Nassfestigkeit gemessen in Maschinenrichtung aufweist, die zumindest 40% der 
Trockenfestigkeit betragt 
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Zur Erklarung der Zweibuchstaben- Codes und der anderen Ab~ 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
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